
PVC-LINK
High Impact, Complete Flexibility

Product Catalogue
Cable Management System

Distribution Enclosure &
Weatherproof Boxes



PVC-LINK
High Impact,Complete Flexibility

Quality
Essential
Competitive

COMPLIANCE TO STANDARD

PVC-LINK is manufactured from
specially formulated high impact
PVC in strict accordance to meet
the requirements of IEC and BS EN
standards.

QUALITY

PVC-LINK is a competitive range of

conduits and accessories, mounting

Boxes, MCB boxes, weatherproof

accessories and trunking manufactured

with high standards and quality control.



Pack Cat.NosPack Cat.Nos

PVC-LINK MCB Boxes & Accessories
100% Virgin PVC

Capacity in 17.5mm
modules

Dimension
A x B x C mm

10 222 x 146 x 98

12 256 x 176 x 98

16 327 x 176 x 98

19 381 x 176 x 98

23 454 x 176 x 98

28 290 x 370 x 120

42 290 x 495 x 120

40 6 568 90

30 6 568 91

25 6 568 92

25 6 568 93

20 6 568 94

12 6 568 95

10 6 568 96

Capacity in 17.5mm
modules

Dimension
A x B x C mm

10 222 x 146 x 98

12 256 x 176 x 98

16 327 x 176 x 98

19 381 x 176 x 98

23 454 x 176 x 98

28 290 x 370 x 120

42 290 x 495 x 120

40 6 569 04

30 6 569 05

25 6 569 06

25 6 569 07

20 6 569 08

12 6 569 09

10 6 569 10

Capacity in 17.5mm
modules

Dimension
A x B x C mm

10 222 x 146 x 98

12 256 x 176 x 98

16 327 x 176 x 98

19 381 x 176 x 98

23 454 x 176 x 98

28 290 x 370 x 120

42 290 x 495 x 120

40 6 569 11

30 6 569 12

25 6 569 13

25 6 569 14

20 6 569 15

12 6 569 16

10 6 569 17

Capacity in 17.5mm
modules

Dimension
A x B x C mm

10 222 x 146 x 98

12 256 x 176 x 98

16 327 x 176 x 98

19 381 x 176 x 98

23 454 x 176 x 98

28 290 x 370 x 120

42 290 x 495 x 120

40 6 568 97

30 6 568 98

25 6 568 99

25 6 569 00

20 6 569 01

12 6 569 02

10 6 569 03

MCB Distribution Box MCB Distribution Box
Chassis is supplied with DIN rail and neutral 
link. Supplied with white opaque door 
Open base

Chassis is supplied with DIN rail and neutral 
link. Supplied with white opaque door 
Closed base

Chassis is supplied with DIN rail and neutral 
link. Supplied with transparent door
Open base

Chassis is supplied with DIN rail and neutral 
link. Supplied with transparent door
Closed base

For MCB or RCCB

2

6 568 97 6 569 02 6 568 96

100/1000 6 569 20

Capacity in 17.5mm
modules

Dimension mm

12 215 x 53

130 6 569 18

72 6 569 19

Capacity in 17.5mm
modules

Dimension
A x B x C mm

2 48 x 150 x 70

4 84 x 150 x 70

MCB Spacer

Terminal Shield Box

6 569 18

Bold pack quantities: Minimum quantities to be ordered.

A
B

C

Prices are indicated per length and when relevant, per piece.
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